
SPECIFICATIONS

EXTERNAL CONTROLS GENERAL
Volume Control: . . . . . . . . Slide Type Pot. Power Requirements . 120V RMS. 50166Hz.  16W AC
Tone Control: . . . . . . . Slide Type Pot. Power Output . . 1 O/l 8 Watts; Per ANSI PH 7-2-74
Switches: . . . Record Mode (Momentary) Signal to Noise Ratio . . 45 dB Unweighted

ALC Defeat (ON/OFF Slide) Wow & Flutter . . Less Than 0.2%
Monitor (ON/OFF Slide) Recording System . . AC Bias, AC Erase

Power (ON/OFF Push Sutton) Bias Frequency . 50 KHz. Approx.
Tape Speed 1% IPS (4.76 CM/SEC)

JACKS, AUDIO T a p e  F o r m a t . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  2Track
External Microphone Input Vi” Standard, Imp. 500 Ohms fas t  Fo rward /Rew ind  T ime  60 SeciC60  C a s s e t t e
Auxiliary Input:..35mm Min; Imp.-lOOK,  Sensitivity 100 MV Frequency Response 40-10,ooO  HZ 2 3dB
Headset/Speaker: . l/4” Standard, For Headset Listening Or Speaker 10” Oval Dual Cone

8 Ohm Speaker Dimensions 6V2”  X 14” X 10” (16.5 cm X 35.6 cm X 25.4 cm)
Line Out: . 3.5mm  Min Weight 12’/2 Lbs (5.67 KG)

‘All specifications subject to change without notice.










